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INSTALLATION CONTINUED.

Drill a 5mm hole where shown 
on the each bracket for the  
supplied rivets.

Please note: There is a factory 
wiring loom running very close 
to this area, please be extra 
careful when drilling.

Using the supplied rivets,  
secure the bracket.

STEP 10

STEP 11

Mark 100mm from the side of 
the trim, and drill a 3mm hole 
and install the stay bar kit (each 
side/lamp)

NOTE: The stay bar will need 
to be cut down to 155mm and 
bent at 50mm to a right angle.

STEP 12

Before you re-fit the vehicle 
grille, we recommend you 
prepare the wiring,  running the 
lamp connectors through the 
front grille ready to plug into the 
lamps once fitted.

STEP 13
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INSTALLATION CONTINUED.

Mount the relay and connect 
the live and earth connections. 

RELAY LOCATION

EARTH LOCATION

LIVE LOCATION

CAN INFORMATION

CAN
HI

BATT
+VE

BATT
-VE

CAN
LO

CAN-LZR 
(SOLD SEPARATELY)

CONNECT TO MATCHING 
WIRES ON THE LAZER 

WIRING HARNESS

CANCCR-LZR 
(SOLD SEPARATELY)

CAN
HI

CAN
LO

Where the vehicle has the LED Matrix 
headlight system as standard, it may not be 
possible to detect a 12V high beam signal. In 
these instances it will be necessary to 
complete the electrical installation using a 
Lazer CAN Interface. For vehicle specific CAN 
instructions, please download the “CANM8 
Cannect” App. 

STEP 14. LAZER WIRING KIT

Run the switch cable through 
the factory grommet.

Drill a 20mm hole and install the 
switch.

STEP 14. WIRING WITH SWITCH

High beam trigger can be found 
on some models at the right 
hand side, headlight plug  
(Purple/Red wire). 

Please test the wires for a 12V 
signal beforehand.

STEP 14. WIRING WITH SPLICE

DRILL
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INSTALLATION CONTINUED.

Remove 2x of the grille clips 
at the bottom of the grille, as 
shown.

Temporarly Re-fit the grille to be 
able to mark where to trim the 
grille.

Re-fit the grille.

Mark where the brackets come 
into contact with the grille.

Trim down the grille where you 
have marked to allow the grille 
to fit back onto the vehicle.

STEP 15

STEP 16

STEP 19

STEP 17

STEP 18
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INSTALLATION CONTINUED.

Remove the bracket from the 
Sentinel lamp.

Loosely fit the lamp bracket to 
the mounting brackets using 
the M8 Nyloc nuts and M8x20 
bolts.

Plug-in lights and test all lights 
are working.

Bend the Stay bar up, to a right 
angle to be able to secure it to 
the Sentinel lamp.

Mount the lights to the bracket and 
secure the stay bar to the lamp 
using a 1/4’’ spanner and T25 Torx 
(due to tight working space, please 
take extra care as to not damage 
the front grille surround).
Once lamps and stay bar is in 
place, ensure all other bolts are 
secure and tight.

STEP 20

STEP 21

STEP 24

STEP 22

STEP 23
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